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Technical Data
Mpoaykr

070652

Pa3mepbl couneHeHnn

1/2 "

MaTtepuan

XpoMunpoBaHHas naTyHb

OTtBevaet PernameHTy N21272/2013 (REACH)

Ucnonbayetca ®dTanatbl No
Kon-Bo B KOpoGke 10 wr
KonuyectBo Ha nanneTe (80 x 120 x 200 cm) 3180 Pcs.
KonuyecTtBo cnoeB Ha nannete 0 wr
OnunHa Kopobku 335 mm
LnpuHa KopoOGKku 180 mm
BbicoTa KOpOGKMu 85 mm
OnuHa 160 MM
WupuHa 67 MM
BbicoTa 40 mm
Bec, 6pyTTO 0,19 «r
Bec, HeTTO 0,18 «r
Cubik metre 0,0004 M3
MakcumanbHoe pnaBrneHue 6ap 25 Bar
MwuH. pH ncnonb3yemomn KOHLEeHTpaLuu pacTBOpPOB 2 pH
Makc. pH ncnonb3yemomn KoHUeHTpaLun pacTBOPOB 12 pH
GTIN-13 Homep 5705020706523
GTIN-14 Homep 15705020706520
Koa ToBapa 74032100
CTtpaHa npoucxoxgeHusi Denmark

The hose coupling on the hose and foaming gun have to be greased regularly to maintain the coupling
ability on the equipment. The grease applied during mounting will be rinsed away by the water flow and thus

needs to be renewed.

** MpogyKuunsa coaepXxut cemHel, KoHueHTpauuen 6onee 0,1% B BECOBOM COOTHOLIEHNN. TEXHNUYECKUN
pernameHT EC 1907/2006 OTHOCUT CBMHEL, K MOTEHLMaNbHO 0CO00 OnacHbIM BELLeCTBaM..
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